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1. ELECTRICAL HAZARD WARNING SIGN  
 

 
 
Parts of this instruction manual are marked with the above-listed sign. This symbol denotes 
electrical hazard. If not adhered to, there is a danger of property damages, physical 
damages or death. 
 
 
2. SAFETY HAZARD WARNING SIGN 
 

 
 
Parts of this instruction manual are marked with the above-listed sign. This symbol denotes 
a warning where a hazard may exist. If not adhered to, there is a danger of property 
damages, physical damages or death. 
 
        
3. APPLICATIONS 
 
This lamp is designed for underwater use only.  

 
4. GUARANTEE 
 
Provided the following instructions for the use, care and maintenance of the OMD 650W 
tungsten light are adhered to, OMD Technology will guarantee all mechanical parts made 
from steel, aluminium, glass and plastic. Tungsten, Fluorescent, HMI bulbs and o-rings are 
consumable items and are not covered by the guarantee. The removal or tightening of 
screws or the tampering of the product by unauthorised personnel will void the guarantee.   
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5.   ARTICLE DESCRIPTION  
OMD TECHNOLOGY 650W UNDERWATER LIGHT  

 

 
 

 

A. HIGH TEMPERATURE PROTECTIVE GLASS  
Do not touch glass during or after operation of the light. The glass reaches high temperatures and can 
cause skin burns if touched. If the glass is cracked or damaged, cease use and contact your supplier. 

 
B. FRONT HOUSING RING  

 
C. MAIN HOUSING BODY 

 
D. 3 PIN UNDERWATER BULKHEAD PLUG 

Refer to Page 5-6 for ‘Preparation for use’ and page 7 of Quick guide to 3 pin connectors   
 

E. 8 x 4mm Stainless steel screws use to pull down front housing ring.  
 
F. BAIL ARM 

 
G. BAIL ARM LOCK OFF 

 
H. 5/8 spigot screws directly into the Main body housing (Item C) 
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6. TECHNICAL SPECIFICATIONS 

 

 
 
 

 
 
 
 
 
 
 
 
 
 

OPERATING SPECIFICATIONS 
OMD 650W TUNGSTEN   
 

   COMPLIES WITH IEC60598.2.17 
MADE IN AUSTRALIA 

Voltage: 240V / 110 VAC AC 

Colour Temp: Tungsten 3200 degrees K 

Depth: 100ft (30 metres) 

Duty: Underwater only 

Earth leakage: Clipsal / OMD Technology, 230-240 V 10A 2400W max, 
10mA residual trip 

  

WEIGHT  

Weight out of Water: 5kgs (11 lbs) 

Weight In Water: 450gms (1lb) 

  

FREIGHTING SPECIFICATIONS 

Light Case   

Weight: 7kg / 15.4lbs 

Dimensions: 30cm L X  30cm W x 30cm D 

Contents: 1 x OMD 650W Head 

  

Cable Case   

Weight: 5kg / 11 lbs 

Dimensions: 65cm L x 42cm W x 28cm D 

Contents:  1 x 30m OMD 650W Cable 

 1 x OMD 650W ELCB Switch 
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7. PREPARATION FOR USE 
 

 WARNING 
If damaged during transportation, leakage can occur . Please check 
visually that there is no damage to the front glass , o-rings and electrical 
plugs. 
 
 

 
BEFORE USE 
 
1. Remove light from road case. 

 
 
 

2. Check for damage during transportation – # Note warning above. 
 
 

3. Plug together the lamp and header cable and secure locking collar. 

 
 

 
 

4. Plug together the header cable and ELCB box and secure locking collar.  
PLEASE NOTE – OMD Technology supplies two versions of ELCB units to suit up to 
1000w tungsten lights.  All are 10amp 10mA ELCB and connect in the same manner. 

       
  1 outlet (white unit)    2 outlet (orange unit) 
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5. Test RCD box by pressing the test button. 

 
 
 

6. Attach gel frame by pushing onto the front face over the outer o-ring with even 
pressure.  
Note:  Fit gel by using the 3mm screws in gel frame. Cut a small hole in the gel in 
position with screws. This will allow the screw to go through easily.  

    
 
 

7. The light is now ready for operation. Refer to applications on page 2. 
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Assembling Three-pin Connectors       
 

 

Attach three-pin connector header cable to light head, by 
aligning black rubber dots on female with largest brass 
pin on male. 
 
 

 

Push firmly to join connection. You may hear a small 
popping sound when connectors join correctly. 

 

Ensure locking collar is secure. 
 
 

 

When connecting three-pin cables together, join by 
aligning rubber dots. 
 

 

Ensure locking collars are secure. 

 

All three-pin plugs connect in the same manner, 
including the earth leakage device. 

 
 

 
When using OMD lighting equipment, always ensure th at the supplied earth leakage device is connected. 
Always test the earth leakage before use by pressin g the test button located next to the main switch i n the 
earth leakage device labelled ‘TEST’. The red LCD l ight will be illuminated when power is running thro ugh 
the box.  
 
 

   
WARNING: ALL LIGHTS MUST ONLY BE OPERATED WITH EART H LEAKAGE INLINE. 
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9. USING THE LIGHT UNDERWATER  
 
1. The light can be hand-held or placed on a lighting stand. The 5/8 receiver is designed 

to accommodate many different types of spigots.  
 
2. Be careful not to pull on the electrical cables. A simple short piece of rope tying the 

cable to the bail arm can help in many situations. Please note: Additional cable maybe 
required in strong currents. Talk to your supplier about the intended use of the light.  

 
3. Always allow no less than 5 minutes for the light to cool in the water before removal. 

 
 

 
Do not place the light less than 1 metre away from an object. Do not stand the 
light down on the lens brackets onto a surface when  on. Heat can reflect back 
into the light causing damage or possible injury or  death.    
 

 
Do not touch the protective glass at any stage duri ng use and after. Burning 
hazards may result.  

 

 
The light is depth rated to a maximum of 30 metres (100ft)  

      Do not exceed this depth.  
 

 
Water inside the housing (especially sea water) can  have fatal consequences   
due to conduction of electricity and build up of pr essure from the vaporising of 
water to steam. Therefore, during the use of the li ght, please check repeatedly, 
whether water has found its way inside. Do this by holding the light on a slant 
pointing down,  with the ray of light pointing away from the body. Then look at the 
front glass from the side. If there is water inside  the housing, cease operation 
immediately by turning off the light and returning to the surface. Please allow the 
light to cool for not less than 5 minutes before re moving it from the water. 
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11. AFTER USE 
 
1. Allow light to cool for no less than 5 minutes in the water. 
 
2. Rinse in fresh water.  

 
3. Dry light adequately before placing it back into the road case. 

 
 

 

 
Do not pack light head in roadcase if hot or warm. Burning hazards from the packing 
material may result.  

 
 
12. TRANSPORT 

1. Ensure that light head is placed back into the supplied road case as it arrived.  

2. Ensure that clips on road case are in the down (secure) position.  
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13. TROUBLESHOOTING 
 
Problem  Cause Action to be take n 

Condensation 
on glass 

1. Small amount of moisture in 
ambient air when light was 
sealed. 

1. This may occur only when the 
light is off or in the process of 
cooling. Operation is not 
effected. 

2. Water has entered the light 
housing (o-ring defect or 
contaminated) 

2. If you notice condensation during 
operation of the light. Stop use 
immediately, isolate electrically 
and cool the light in the water 
before removal. Contact your 
supplier. 

Water in 
housing 

3. Defective o-ring or 
contaminated 

3. Stop use immediately, isolate 
electrically and cool light in the 
water then remove. Contact your 
supplier. 

4. Glass has cracked 4. Stop use immediately, isolate 
electrically and cool light in the 
water then remove. Be careful of 
broken glass. Place light back 
into road case. Contact your 
supplier. 

Lamp does not 
turn ON with no 
tripping from 
ELCB unit 

5. Power not ON 

 

5. Check power is turned on at the 
ELCB unit supplied. 

6. Bulb fault. 6. Check state of bulb. 

7. Connectors not joined 
together. 

7. Check all connectors are joined 
together with locking collars tight. 

ELCB trips 
when light  

is turned ON or 
in use.  

8. Connector is not joined or in 
the wrong configuration. 

8. Isolate electrically. Make sure 
that the connectors have be 
mated correctly (refer to page 7) 
Re-connect and ensure locking 
collars have been tightened. 

9. Water in electrical 
connectors. 

9. Isolate electrically. Disassemble 
the connectors and check to 
make sure there is no water 
present. Dry and re-assemble. A 
small about of silicone grease 
will not affect the electrical 
connection. 

10. Cable has been damaged  10. Cable may have been damaged 
while in use. Check the length of 
all cables. 

11. Water in the light housing 11. Refer to above (Water in 
housing) 

12. Light head is faulty 12. Remove from water and contact 
your supplier. 

 

 
Water inside the housing (especially sea water) can  have fatal consequences   
due to conduction of electrically and build up of p ressure from the vaporizing of 
water to steam. Therefore, during the use of the li ght please check repeatedly, 
whether water has found its way inside. Do this by holding the light on a slant 
pointing down, thus the ray of light pointing away from the body. Then look at the 
front glass from the side. If there is water inside  the housing cease operation 
immediately by turning off the light and returning to the surface. Please allow the 
light to cool for not less than 5minutes before rem oving it from the water.
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14. OMD TECHNOLOGY – AGENTS & CONTACTS  
 

AUSTRALIA & NEW ZEALAND 
 
PANALUX - SYDNEY �  
Unit 8, 2-12 Beauchamp Road� Botany,  
New South Wales 2019, Australia�  
Tel: (+61) 02 9355 2100 � Fax: (+61) 02 9355 2111� �  
 
PANALUX - MELBOURNE �  
245-247 Normanby Road� South Melbourne,  
Victoria 3205, Australia�  
Tel: (+61) 03 9645 1058 � Fax: (+61) 03 9645 1503� �  
 
PANALUX - GOLD COAST �  
56 Signato Drive� Oxenford,  
Queensland 4210, Australia�  
Tel: (+61) 07 5556 0200 � Fax: (+61) 03 5556 0211� �  
 
PANALUX - AUCKLAND �  
318 Richmond Road� Grey Lynn,  
Auckland, New Zealand� Tel: (+64) 09 361 4999� �  
 
PANALUX - WELLINGTON �  
151 Park Road� Miramar, Wellington, New Zealand�  
Tel: (+64) 04 380 30308 � Fax: (+64) 04 380 9462 
 
All General enquires: � info@panalux.asia  
 
 
 
UNITED KINGDOM 
 
PANALUX - LONDON �  
Waxlow Road, London NW10 7NU, 
(+44) 020 8233 7000 � Fax: (+44) 020 8233 7001��  
 
PANALUX - BRISTOL �  
4, Avon Riverside Estate, Victoria Road, Avonmouth, Bristol BS11 9DB, 
United Kingdom�  
Tel (+44) 0117 982 7364 � Fax: (+44) 0117 923 5745��  
 
PANALUX - GLASGOW �  
110 Lancefield Street, Glasgow G3 8JD,  
United Kingdom�  
Tel (+44) 0141 221 5175 � Fax: (+44) 0141 248 2751 
��  
PANALUX - MANCHESTER �  
Manchester Road, Kearsley, Bolton BL4 8RL,  
United Kingdom�  
Tel (+44) 01204 794000 � Fax: (+44) 01204 571877 
 
 
 



OMD Technology Instructions for Use of OMD 650W Tungsten  12 

 
 
PANALUX PINEWOOD STUDIOS,  
Pinewood Road, Iver Heath� Buckinghamshire  
SL0 0NH United Kingdom�  
Telephone: 020 8233 7000��  
 
PANALUX � SHEPPERTON STUDIOS 
Studios Road, Shepperton� Middlesex TW17 0QD United Kingdom�  
Telephone: 020 8233 7000��  
 
All General enquiries: info@panalux.biz �  
 
 
 
SOUTH AFRICA  
 
PANALUX - CAPE TOWN �  
Cape Island Studios, Sanlam Business Park, Koeberg Road� Milnerton,  
7435 Cape Town, South Africa�  
Tel: (+27) 021 529 4200 � Fax: (+27) 021 529 4204� �  
 
PANALUX - JOHANNESBURG �  
Gold Island Studios, 79 Reedbuck Crescent, Corporate Park�  
Old Pretoria Road, Midrand, Johannesburg, South Africa�  
Tel: (+27) 011 314 5700 � Fax: (+27) 011 314 5701 
 
 
 
CENTRAL EUROPE 
 
PANALUX - PRAGUE �  
Barrandov Film Studios, K�rí�zeneckého nám.322 � 152 00  
Praha 5, Czech Republic�  
Tel: (+420) 2 6707 2888 � Fax: (+420) 2 6707 3561 
 
 
 
 
 
OMD TECHNOLOGY PTY LTD  
P.O Box 1377 
Burleigh Heads 
QLD 4220 AUSTRALIA 
 
Tel (+61) 0755 225952 
Fax (+61) 0755 225953 
Cell (+61) 0 416 182 797 
info@omdtechnology.com.au 
 
 
 


